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Full-size Component  

CD-P1260MKII 
CD Player 

 
 
 

 
 

Low Cost, High Performance CD Player supporting MP3/WMA 
 Main Features 
 New fast reading CD Drive 
 Center-mounted mechanism for Perfect Weight Distribution 
 Several Playback Modes including Program, Repeat, Shuffle, and Intro Play 
 MP3/WMA File Playback from CD-R/RW discs 
 8 times Over-sampling Digital Filter 
 Remote Control 
 

 Overview 
The launch of the affordable CD-P1260MKII continues TEAC's long tradition of great-sounding 
CD players. It plays MP3 and WMA–encoded discs as well as standard CDs, allowing hours of 
playback from a single disc.  
A newly-developed CD Drive, positioned at the center of the unit (for perfect weight 
distribution), reads data from the discs at high-speed while a D/A Converter from Wolfson, 
capable of 8-times over-sampling, delivers a richly textured sound. The front panel buttons 
allow the user to navigate through any subfolders to find their music. A fully-featured wireless 
remote control is included. For great-sounding, reliable CD playback on a budget, TEAC's 
CD-P1260MKII is the natural choice. 

Brand TEAC 

Model Name CD-P1260MKII 

Color Black 

Product Dimensions (W x H x D) 
NW 

435 x 100 x 285mm / 17.1” x 3.9” x 11.2” 
3.2kg / 7.1 lbs. 

Package Dimensions (W x H x D) 
GW 

555 x 170 x 375mm / 21.9” x 6.7” x 14.8” 
4.7kg / 10.4 lbs. 

Qty. per Master Carton 1 
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 New Fast Reading CD Drive  
The CD-P1260MKII employs a new CD Drive that supports High-speed Data Reading, much 
faster than is achieved by conventional ESP (Electric Shock-proof) CD Drives. 
 

 Center-mounted Mechanism  
The CD drive is positioned at the center of the unit which gives perfect weight distribution while 
minimizing vibration and resonance during playback. 
 

 MP3/WMA Playback 
The CD-P1260MKII supports both MP3 and WMA files recorded to CD-R/RW discs, displaying 
data such as artist, album, and track names. It is also capable of playing back discs containing 
music organized in folders. Search mode makes it easier to find and select a track on discs 
containing numerous tracks (supports alphanumeric characters only.) 
 

 Various Playback Modes 
Program playback (up to 64 tracks), shuffle playback, repeat playback (single/all/programmed 
tracks/A-B repeat) and intro playback (plays back the first 10 seconds of each track) are all 
supported. 
 
 

 Features at a glance 
 CD, CD-R/RW disc Playback 
 Supports CD-DA, MP3 and WMA files 
 Center-mounted Mechanism 
 8 times Oversampling Digital Filter 
 Program Playback (up to 64 tracks) 
 Shuffle Playback 
 Intro Playback 
 Repeat Playback (Single/ALL/Program/A-B Repeat) 
 Artist, Album, and Track name display for MP3, WMA playback (alphanumeric characters only) 
 Large LCD Display with easy-to-read text 
 1/4" (6.35mm) Headphone Jack with Volume Control 
 Infrared Remote Control 

 
 

■ Specifications 
CD 

 Pickup 3-beam, Semiconductor Laser   

 Digital Filter 8-times Oversampling  

 Frequency Response 20 Hz – 20 kHz, ±2 dB  

 Total Harmonic Distortion 0.008 % or less (1kHz)  

 Signal-to-noise Ratio (S/N) 100 dB or more (IHF-A)  

 Audio Output 

  Analog Audio RCA x 1 pair 

   Output Level 2.0 Vrms (RCA)  
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General 

 Operating Power AC 120V, 60Hz (US/Canada)  

    AC 100–240V, 50/60Hz (UK/Europe) 

 Power Consumption 5 Watts  

 Standby Power 0.4 Watts or less  

 Overall Dimensions (W x H x D)   435 × 100 × 285 mm / 17.1” x 3.9” x 11.2” 

 Weight (Net) 3.2 kg / 7.1 lbs.  

 Operating Temperature +5˚C to +35˚C  

 Operating Humidity 5% to 85% (no condensation)  

 Storage Temperature −20˚ C to +55˚ C  

 Included Accessories RCA Audio Cable × 1  

    Remote Control (RC-1326) × 1  

    AAA Batteries × 2  

    Owner’s Manual (incl. Warranty Card) × 1 

 

 

 Rear Panel / Remote Control 
EUR 
 
 
 
 
 
 
 
Remote Control 
 


